


| wear many hats




New Zealand Approach




Building Shared Paths




What type of crashes do we get




0800 Cycle Crash Nelson Shared
Path Crash Information 5 years

Head- on Cycle
6%

Underpass, drop
19%

Motorcycle 6%

Cycle on path

Cycle vs Ped 12%

19%

Cycle vs Dog

Cycle hit 250/

Obstruction 13%



0800 Cycle Crash Shared Path
Crash Information

Crash Profile

Fatal 0
Serious 3 (19%)
Minor 10 (63%)

Non-injury 3 (18%)



My Walkway Case Study







Lets look at solutions

Recent Purpose Designed Cycle
Path

 3m wide, 1.2km long

o 250 cycle/day

50 pedestrians/day

« NZTA project 100km/h
e Cost Estimate $650,000






Cycle & Walk Solutions

e Excellent direction signs/
priority

e Landscape plan, safety audited

e Conflict area warning

e Solar stud centre line and
hazards



Cycle & Walk Solutions

Seats well off path, waiting areas
Clear-zones/ barriers obstructions
Keep left reminders & behaviour
signs

Care with Geometrics both vertical
& Horizontal



My Four Gems

Predictable Behaviour

Shared Responsibility

Caution where needed

Make friends Campaign



The Future







Lets look at solutions

Vic Roads

e Cycle note 3 Shared bicycle /
Pedestrian Path Design

e Cycle Note 10 Shared Path
Behaviour signs



We can make shared paths work

Any Questions



